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Streamlight Jr.® Luxeon® Reach LED Flashlight

Premium Professional Light - Law Enforcement, Fire & Rescue,
Automotive, Industrial, Outdoor, Consumer

Ultra-compact, lightweight, one watt Luxeon LED flashlight featuring a flexible cable
protected by a durable PVC coating. Packaged with a magnetic clip holder for
mounting and positioning the light.

Machined aircraft aluminum with anodized finish; shock and
water resistant

Length (O/A): 20.0 in. (50.80 cm) Diameter: Major Diameter: 1.00 in. (2.54 cm)
Body Diameter: 0.73in. (1.85 cm)

Reach Length: 14.0 in. (35.6 cm) Folded Length: 9.0 in. (22.8 cm)

6.30 ounces (180 grams)*

Unbreakable polycarbonate

One (1) Watt “Luxeon Star” 50,000 hour LED

LED Rating: 31 Lumens Typical.

Push button tailcap- steady on and momentary on/off operation

3 hours at Maximum Intensity.
1% hours additional Declining Useable Output.

Internal Reflection Optics, “O” Ring Sealed, water resistant design, Maximum
brightness throughout battery life.

Two (2) “AA” alkaline batteries; included in packaging
ce

Most models meet applicable European Community Directives.

“No Excuses” limited lifetime warranty.

Magnetic Clip Holder, Pocket Clip

* With batteries (included with purchase).
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